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DRAW NO.

CUSTOMER

NAME
PRODUCT

ITEM NO.

MM

X.X   ±0.50
X. ±1.00
X.X   ±0.50
X. ±1.00
X.X   ±0.50
X. ±1.00
X.X   ±0.50
X. ±1.00
X.X   ±0.50
X. ±1.00
X.X   ±0.50
X. ±1.00
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A/02021/01/21
REV.DATE

NEW
REVISION RECORD MODIFICATIONS

Lan Cable Cat 6 F/UTP PE Jacket

BC-500-FU6-OD

MC-C-*
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7654321
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HJACKET

UNITITEMS

BRAID

INSULATION

CONDUCTOR

TWIST

/

A(4P)

23AWG

1/0.55±0.01mm

BARE COPPER

HD-PE

WHITE(BLUE)
/BLUE

WHITE(ORANGE)
/ORANGE

WHITE(BROWN)
/BROWN

WHITE(GREEN)
/GREEN

S=4P

7.5±0.5mm MIN at any point:0.50mm AVG:0.55mm

1.15±0.10mm

≥90%

≥80%

PE

OUTER  DIMENSION

CONSTRUCTION

mm u

COLOR

DIMENSION

MATERIAL

PCS/mm

AWG

CONSTRUCTION

SIZE

CONSTRUCTION

mm

DRAIN WIRE mm

CONCENTRIC %

%CONCENTRIC

MATERIAL/COLOR

NOTE ：

VIEW ：

MARKING:ACCORDING TO CUSTOMER REQUIREMENTS

1.WHITE(BLUE)/BLUE 2.WHITE(ORANGE)/ORANGE
3.WHITE(GREEN)/GREEN 4.WHITE(BROWN)/BROWN

NOTE:
1. ISO11801 PL Class E 90m  Test

WHITE/GREEN
&GREEN

WHITE/ORANGE
&ORANG E

WHITE/BLUE&BLUE

Conductor

Insulation

WHITE/BROWN
&BROWN

CABLE PRODUCT NAME:

FILLER

AL-FOIL

FILLERS

MYLAR

AL-FOIL

MYLAR

F/UTP Cat.6 23AWG CABLE OD:7.5±0.5MM

TWIST

MATERIAL /

1.15±0.10mm 1.15±0.10mm 1.15±0.10mm

/

/

≥90% ≥90% ≥90%

/

/

MYLAR
1/0.40 ±0.01mm TINNED COPPER
AL-FOIL

PE CROSS FILLER
/

/

/

/

/ NYLON

mm u

mm u

mm u

mm

REACH&RoHS Compliant

 Lan Cable

Cross Filler

NYLON

Mylar
Al-Foil

Drain


